Soldering Gun

HAKCOMG

1 Trigger operation for easy one-hand soldering.

[ Quick solder wire replacement with a simple
upward push of the trigger.

1 Solder feed control for precise adjustment of the
amount of solder wire feed to the tip.
<Min: 3mm Max: 8mm>

I Simple heating element replacement procedure
requires no special skills.
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I Specifications I Recommended Iron Holder I Spool Holder
Model No. 582 | 583 585 587 | 589 592

Power Consumption | 30W |40W 60W 80W |100W| 150W

Standard Tip 582-T-4 (o4mm) | 585-T-6 (o6mm) | 587-T-8 (08mm) | 592-T-10 (o10mm)

Packed in Guide Nozzle 582-N-1.6 & 582-N-2.3

Heating Element Nichrome Heater

Dimensions (W) x (H) | 197 x 149mm | 213 x 149mm | 227 x 149mm | 241 x 149mm No.607 No.582-022

Weight (w/o cord) 2669 290g |318g|322g| 380g

I Replacement Tips

Part No. Name/Description
582-T-4 Tip g4mm
585-T-6 Tip e6mm
587-T-8 Tip 28mm
592-T-10 Tip 210mm

I Optional Parts

Part No. Name/Description

582-N-0.8 Guide nozzle/e0.8mm

582-N-1.0 Guide nozzle/a1.0mm

582-N-1.2 Guide nozzle/e1.2mm

582-N-1.6 Guide nozzle/g1.6mm

582-N-2.3 Guide nozzle/@2.0-2.3mm

582-022 Spool holder <Core size 29mm x g19mm>
607 Iron holder




